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Screen-Pad-Laser - Digital - Sublimation - Equipment + Supplies

THERMAL TRANSFER MACHINES

ROLL TO ROLL OIL TYPE

FEATURES

* Short pre-heat time, low power consumption.

* Digital LCD display.

* Using advanced semi-conductor parts, keeping low noise
during the operation.

* Work table is optional.

* With power protection function to avoid burning blanket.

TTM-1700

APPLICATIONS
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It is designed for transferring flag, cloth, clothing, curtains, '
cushion, umbrella, belt and individual design for printing. |55 s Xais ,1 _ ._:
Each cloth can be pressed evenly. - -
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APPLICABLE MATERIALS

* Transferring Material
* Polyester Pongee

* Polyester Peach Skin
* Satin

* Oxford Fabric

SPECIFICATIONS

Transfer speed 1-3m per minute

Transfer width 1250mm(49") \ 1650mm(65”) | 1950mm(77") | 2450mm(96")
Transfer length 50m, no chromatism

Voltage 3phases, 208v /380v

Frequency

Power 13.5 kW 16kW 18 kW 22.5 kW
Diameter of oil drum 320mm 420mm
Operators 2

Size: (LxW x H) 1650x700x1500mm 2150x700x1500mm 2450x700x1500mmm | 2450x700x1500mm
Weight 800kg(1760Ib) 1100kg(24201b) 1350kg(2970Ib) 1650kg(36301Ib)




